
Heavy Duty Rollers handle large rocks insuring a more trouble-free harvest.

    Benefits of a Summers SuperRoller:
• Increased yields resulting from a level field,

you’re able to harvest more crop
• Less down time at harvest
• Reduced wear and tear on your expensive

harvest equipment

Less foreign materials to deal with at harvest time
(Rocks, residue, soil lumps and corn rootballs)

Harvest what you can sell, not what just wears out your combine!

Safety Chains and an ASAE approved Safety
Light Kit are standard equipment on all sizes of
Summers SuperRollers.

Optional Acre Meter
is available for all
sizes of Summers
SuperRollers.

SPECIFICATIONS

Model 30 ft. 41 ft. 45 ft. 50 ft. 62 ft. 84 ft. 84 ft.

Number of Rollers 2 3 3 3 5 5 5

Rolling Weight 18,600 lbs. 20,500 lbs. 21,000 lbs. 20,000 lbs. 35,600 lbs. 38,000 lbs. 42,400 lbs.

Roller Diameter 42” 42” 42” 36” 42” 36” 42”

Roller Wall Thickness 9/16” 9/16” 9/16” 1/2” 9/16” 1/2” 9/16”

Pivot Pins 2” hardened

Transport Width 11’ 17’-2” 17’-2” 16’-10” 17’-3” 17-3” 17’-3”

Transport Height 8’-6” 14’-2” 15’-2” 16’-0’ 6’-0” 6’-0” 6’-0”

Transport Length 35’ 26’-6” 26’-6” 26’-3” 56’-6” 67’-6” 67’-6”

Wheels 12.5Lx15LRF

Wheel Hubs HD 8-Bolt

Mudscrapers On Each Roller

In a continuing desire to improve its products,
Summers Manufacturing Company, Inc. reserves
the right to change design, materials, and/or
specifications without notice or obligation.
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FIELD TESTED TOUGH !

The SuperRoller is used to level field surfaces planted with
crops that must be harvested close to the ground.  Don’t let
rocks cause costly repairs and downtime while swathing or
straight combining.

Seed to soil contact is improved with the Summers SuperRoller
in a variety of crops and field conditions.

Available in working widths from
30 to 84 feet, Summers has a
roller sized for your operation.



30’ SuperRoller

• 30’ Working width

• Hydraulic swing hitch design
operated by two hydraulic
remotes

• Go from transport to field
without backing

• 9/16” wall thickness x 42”
diameter rollers

• 2” diameter hardened pivot
pins

• Mud scrapers on each roller

• Rigid structural tubing frame

• Safety chains and ASAE
approved safety light kit

• 620 lbs. per foot rolling
pressure evenly distributed
over entire width

Narrow 11’ transport width on
four 12.5 x 15LRF intermittent
highway rated tires and heavy
duty 8-bolt hubs.

41’ & 45’ SuperRoller

• Hydraulic front folding
design operated by
two remotes

• Backing up is not
required to unfold
from transport to field
position

• 42” diameter rollers
with 9/16” wall
thickness on 41’ & 45’

• 36” diameter rollers
with 1/2” wall
thickness on the 50’

• 2” diameter hardened
pivot pins

• Heavy duty 32” stroke
wing lift and center tilt
cylinders

• Mud scrapers on each
roller

62’ & 84’ SuperRoller

• Floating hitch in field position

• 5 Section design for superior ground following ability

• Rear caster wheels for maneuverability and to aid in
unfolding machine into field position

• 500 lbs./ft. rolling
pressure (452 lbs./ft.
with 36” diameter
rollers).

• 42 inch diameter
rollers with 9/16” wall
thickness. 36” dia-
meter roller with 1/2”
wall thickness
available on 84’.

• 2-1/2 inch relubric-
able bearings with
ductile castings

• Unique auto-fold system uses 3-1/2 in. hardened pins to
securely lock wings in field position

• Mud scraper on each roller




